Vibration isolation systems are widely employed in automotive, marine, aerospace, and other engineering fields. Accurate input forces are of great significance for mechanical design, vibration prediction, and structure modification and optimization. Onestage vibration isolation system including engine, vibration isolators, and flexible supporting structure is modeled theoretically in this paper. Input excitation acting on the vibration isolation system is reconstructed using dynamic responses measured on engine and supporting structure under in-suit condition. The reconstructed forces reveal that dynamic responses on rigid body are likely to provide more accurate estimation results. Moreover, in order to improve the accuracy of excitation reconstructed by dynamic responses on flexible supporting structure, auto/cross-power spectral density function is utilized to reduce measurement noise.
Introduction
Vibration responses of mechanical equipment are frequently used for fault diagnosis in engineering applications [1] [2] [3] . Since installation impedances of equipment in different environments change significantly, the resultant vibration responses will be different accordingly. Therefore, it is necessary to adopt another physical quantity as diagnostic criterion. Input excitation relatively stays stable once the mechanical equipment is operating in steady conditions. The use of excitation force for fault diagnosis enables one to unify diagnostic criterion for the same equipment in different installation environments.
Taking diesel engine as an example, it is installed on the elastic hull structure on the ship. However, its delivery test is carried on when it is installed on stiff and rigid foundation. Dynamic responses of the engine installed on ship are totally different from those installed on land. It is very hard to measure directly excitation forces inside the engine. In such a situation, dynamic responses are applied to determine the internal excitation acting on diesel engine. In general, diesel engine is connected with hull structure through vibration isolators the use of which can obviously reduce vibration transmitted to hull structure [4] . This paper aims to discuss the reconstruction of excitation force acting on mechanical structure installed on flexible supporting through vibration isolators and to provide a theoretical basis for engineering applications.
Input reconstruction, providing significant basis for mechanical structure design, vibration prediction, structure modification, and fault diagnosis, has received extensive attention in recent years [5] [6] [7] . Input determination problem is actually an inverse problem solved based on the known system characteristics, that is, transfer functions and dynamic responses of mechanical system. As we all know, inverse problem is likely to be ill-posed and small measurement errors in the transfer functions and dynamic responses will result in largely amplified errors in the estimated excitation due to matrix inversion [8, 9] . Various regularization technologies are proposed to decrease the influence of noise and improve the accuracy of least squares solution [10] [11] [12] . Singular Value Decomposition (SVD) is widely applied to calculate the pseudoinverse of transfer function matrix in inverse problem [13, 14] . Truncated SVD is employed to discard small singular values of transfer function matrix to stabilize the solution [11, 15] . Another popular approach is Tikhonov regularization method in which any small singular values will be effectively increased by the addition of the regularization parameter and the inversion of the matrix is thus stabilized [16, 17] . These approaches are categorized as direct regularization methods by Hansen [18] . And the second category is known as iterative regularization method, including Conjugate Gradients [19] [20] [21] and LSQR [18, 22] .
There is no doubt that the previous researches are of great value for inverse problem. Moreover, it is worth noting that the methods mentioned above are utilized on the basis of measured transfer functions between input excitation and output responses. However, it is usually impossible to directly measure the transfer functions between input excitation and output responses in practical engineering due to variable restrictions and inconveniences. Moreover, researchers mainly focus on studying variety of regularization techniques to improve force identification accuracy. Simple elastic structures, such as beam and plate, are frequently used in numerical simulations. However, vibration isolation systems rather than simple elastic structures are extensively utilized in practical applications. Therefore the force reconstruction problem of vibration isolation system is necessary and worth investigating to provide suggestions for engineers.
In this paper, dynamics of one-stage vibration isolation system is characterized firstly, and then input excitation acting on the system is identified using operational responses measured on rigid body or/and flexible supporting structure theoretically and numerically. Finally, conclusions are drawn from numerical results.
Theoretical Background
The simplest relation between dynamic responses and excitation can be described as
where Y ∈ ×1 is vibration response vector and F ∈ ×1 is excitation force vector. And A ∈ × is frequency response function matrix between excitation and response points. In general, the number of response points is more than that of excitation points . The least square solution of excitation forces can be obtained by inverse matrix method:
where A † is Moore-Penrose inverse of matrix A and superscript stands for complex conjugate.
The above formula is frequently applied to estimate excitation due to its simplicity. However, it is difficult to directly measure frequency response functions between excitation and response locations in practical engineering. The most common situations are that excitation point is located inside the mechanical equipment and inaccessible. Another common situation is that there is no enough space to arrange sensor or impact hammer on input location. In a word, input excitation cannot be reconstructed by applying only (2) in most practical engineering. 
Dynamics of Vibration Isolation System
3.1. Vibration of Rigid Body. The vibration isolation system, as shown in Figure 1 , consists of vibration machine, multiple isolators, and supporting structure. Here the vibration machine is treated as a six-degree-of-freedom rigid body. The origin of coordination system is located at the center of gravity of the rigid body. The vibration equation of rigid body can be obtained applying Newton's second law:
where u = [ V ] is displacement vector (including translational and angular displacements) of gravity center of rigid body and f represents excitation force vector acting at CG of rigid body and R is transformed force vector from reaction forces at top end of th isolator. Moreover, is total number of isolators.
The mass matrix M of rigid body is described as 
where is the mass of rigid body and , , . . . , are the moments of inertia.
As for the isolators, only translational stiffness in -, -, and -directions is taken into consideration here. And the reaction force vector R = [ ] of top end of th isolator is gained on the basis of Hooke's law:
where u = [ , , ] and u = [ , , ] are vibration displacement vectors at top and bottom ends of th isolator, respectively. The stiffness matrix K is defined as
where , , and are translational stiffness of th isolator in -, -, and -directions. ] .
The displacement and reaction force of top end of th isolator can be transformed to CG of rigid body:
And transformation matrix G is expressed as
where , , and are projections onto -, -, and -axis of the distances from CG of rigid body to the top end of th isolator. 
Vibration of Flexible Supporting
Here, plainly, vibrations of the plate are ignored. Plainly, reaction forces and are modeled as moments aboutand -directions acting on the flexible plate. So the transverse displacement ( , ) can be described as the following equation:
where ℎ, , , are thickness, density, Young's modulus, and Poisson's ratio of the supporting plate, respectively. = ℎ 3 /[12(1 − 2 )] is bending stiffness of the plate. And = ( , ) stands for th isolator location on the plate.
Ignoring the effect of plate thickness, the moments and are
where is the height of isolator.
The transverse vibration displacement ( , ) can be obtained according to modal superposition principle by mode shape vector
Submitting (12) and (13) into (11) and applying modal orthogonality, vibration motion associated with th ( = 1, 2, . . . , ) mode can be written as [24] 
where the modal mass is
Taking the structural damping into account, the following equation can be obtained:
where is the loss factor of th mode. For simplicity, the above simultaneous equations can be converted into the following matrix form:
The matrices M and K are defined as
The force location matrix and constant matrix are, respectively,
For a simply supported plate of dimensions and , th mode frequency and mode shape function are 
where and are integers representing th plate mode.
The displacement vector at bottom end of th isolator is
where the constant matrix is
Coupling Vibration of Vibration Isolation
System. The coupling vibration of the whole vibration isolation system can be obtained by combining the vibration of rigid body with that of plate:
where submatrices K , K , K , and K are expressed as
Identification of Excitation Forces Acting on Mechanical Engine in Suit

Force Identification Based on Measured Responses of Rigid
Body. The excitation forces can be derived through the vibration equation of the isolation system:
The dynamic vibration of simply supported plate is characterized by modal parameters in unloaded condition in (26). Another attractive method is directly measuring transfer functions of the plate. The dynamic displacement vector at bottom ends of all the isolators under operational condition is
where
And Q is transfer function matrix between isolator locations on the plate without the attachment of the rigid body.
The reaction force vector of all the isolators can be expressed as
Submitting (27) into (29) yields the following formula:
The relationship between the displacement vector u of th isolator and the displacement vector u of all the isolators is
Similarly, the following equations can be obtained:
Shock and Vibration 5 Submitting (8) into (31), the reaction forces of all isolators can be expressed as the function of displacements at CG of rigid body:
The excitation forces can be derived as the following expression based on (3) and (10):
Submitting (34) into (35), the excitation forces can be extracted by the vibration displacements at CG of rigid body:
Theoretically speaking, (26) and (36) use modal parameters and transfer functions to characterize the dynamic performance of plate, respectively. And the latter one is more suitable for practical applications because of easier and simpler measurements.
The measured displacement vector of CG of rigid body is employed in (36) to determine input excitation. However, there is no way to measure directly the displacements of CG. So it is necessary to determine the displacements at CG of rigid body through the vibration displacements at accessible response points on the surface of rigid body and the plate under operational condition and then to extract the excitation forces.
The displacements measured on the surface of rigid body and that of CG of rigid body have the following relationship:
where the variable denotes the number of response points on the surface of rigid body. Note that at least three response points should be measured in order to get least square solution of displacement vector of the gravity center. It is worth mentioning that the above equation is underdetermined with infinite solutions when only one response point is applied to determine excitation forces. In addition, use of two response points for force identification is feasible theoretically and unique solution can be obtained. Practically, it is highly likely that the matrix G is rank deficient and its inversion will lead to wrong estimation result. Therefore, more than two points are supposed to be selected for this force identification problem.
Combining (38) with (36), the external excitation forces can be extracted by the vibration displacements on the surface of rigid body:
Force Identification Based on Measured Responses of Flexible Plate.
In some special situations, it is impossible to carry out vibration measurement on the surface of the engine. For example, the operating engine is too hot to arrange vibration sensors on its surface. In such a situation, only dynamic responses on supporting structure can be measured to determine excitation forces.
The following relationship between measured displacements of the plate and reaction forces of bottom end of isolators can be gained:
Combining (40) with (34), it follows that
where H is transfer function matrix for the supporting plate without the rigid body loaded. In order to ensure the uniqueness of the solution, at least six response points should be allocated on the flexible plate when computing the displacements at CG of rigid body on the basis of (41). Then the external excitation can be determined by the displacements of the plate:
Force Identification Based on Measured Responses of Rigid
Body and Flexible Plate. The following relationship can be achieved according to (38) and (41):
It is worth noting that the row number of displacement vector u should be equivalent to or more than six. For example, three translational displacements of one point on the surface of rigid body are measured, and then at least three points on the plate should be used. The excitation force acting at CG of rigid body can be reconstructed through dynamic responses on both rigid body and plate: 
Results and Discussions
The proposed vibration isolation system is employed in this section to determine the excitation forces acting at gravity center of rigid body by means of measured displacements. The geometric and material parameters of the vibration isolation system as shown in Figure 2 are listed in Table 1 . Rigid body is connected with the simply supported plate through four identical resilient isolators with stiffness coefficients 53358 N/m, 53358 N/m, and 99535 N/m in -, -, and -directions, respectively. And loss factor of the isolators is 0.1. The position coordinates of resilient isolators are shown in Table 2 .
A frequency range of 0-200 Hz is selected to analyze the vibration source features of rigid body. The locations of response points allocated on surface of rigid body and supporting plate are present in Table 3 . As for the third method, the first two points on the rigid body and the first, third, and fifth points on the plate are employed to identify the inputs.
The excitation forces acting at CG of rigid body are assumed as a column vector [1, 1, 1, 1, 1, 1] . In order to investigate the effect of practical environment on measurement accuracy, some random noises are added into the actual displacement responses to produce measured responses. Comparisons between actual and measured displacements in -, -, and -directions of first response point on rigid body surface are shown in Figure 3 . Table 3 on the plate.
The estimated excitation forces are present in Figure 5 . Three different methods based on (39), (43), and (45) are adopted to determine input excitation acting at CG of rigid body. The first method uses measured responses on rigid body surface, second method responses on the supporting plate, and third method responses on both rigid body surface and the plate.
As shown in Figure 5 , the first method shows most accurate estimation inputs among these three methods. The second method, applying measured responses only on the plate, gives the worst estimation results, especially forces in -and -directions. On one hand, SNR of vibration responses on the plate is lower than those on rigid body. On the other hand, condition number of matrix H is much large due to similar vibration characteristics between CG and different points on the plate. As a result, the errors in responses are amplified significantly and reconstructed forces are distorted seriously. One can improve effectively estimation accuracy by adding responses measured on rigid body into those measured on plate.
An average error estimate for each excitation component and total average error are used here, given as follows:
where AE is the average error for th excitation in dB and TAE is total average error in dB. is the number of frequency Shock and Vibration 7 bands in frequency range,̂, and , are the reconstructed and actual th excitation forces, and is the number of excitation components. Table 4 shows average error for each excitation component and total average error obtained by input estimations reconstructed by dynamic responses measured on rigid body and flexible plate. noise included in measured response rather than the abovementioned regularization technologies. According to the measurements of frequency response function (auto-spectrum and cross-spectrum between input and output), a similar method is used to decrease the measurement noise. Equation (40) can be transformed into
Define auto-power spectral density function as
and define cross-power spectral density function as
Then force vector R can be derived:
So the input excitation applied to rigid body can be determined by dynamic responses measured on plate through combination of (34), (35), and (50):
The number of averages in estimating S and S is 500. The calculation results of input excitation extracted by responses measured on the plate are shown in Figure 6 (improved result is determined by (51) and original result by (43)). The estimation results represent a certain degree of improvement on accuracy of input estimations since (51) is applied. And corresponding average errors for input estimations by improved method are listed in Table 5 .
Another case investigated here is excitation force vector [0, 0, 1, 1, 1, 0] acting at CG of rigid body. The reconstructed excitation is illustrated in Figure 7 . The second method adopting responses only on the plate shows the worst estimation results. However, using responses measured on rigid body can effectively improve the estimation accuracy.
It is worth mentioning that estimation results previously obtained distorted seriously at natural frequencies associated with vibration of rigid body. Regularization technologies should be employed to improve estimation accuracy above these natural frequencies.
Conclusions
Input excitation of vibration isolation system is reconstructed by assuming dynamic responses on rigid body and supporting structures are known from in-suit measurements. Estimation results of input excitation suggest that responses on rigid body are likely to provide a more accurate input estimation than responses on supporting structure. So the dynamic responses on engine are encouraged to be measured in engineering applications to extract inputs acting on vibration isolation systems. Moreover, with respect to responses on supporting structure employed to identify input excitation, the application of auto-and cross-power spectral density functions can effectively decrease measurement noise to improve reconstruction accuracy. Flexible thin plate is introduced as supporting structure in this work. However, the reconstruction method is suitable for not only this vibration isolation system but also other systems with variable supporting structures.
